
The above information is based on the data of which we are aware and is believed to be correct as of the data hereof. Since this 

information may be applied under conditions beyond our control and with which we may unfamiliar and since data made available 

subsequent to the data hereof may suggest modifications of the information, we do not assume any responsibility for the results of its 

use. This information is furnished upon condition that the person receiving it shall make his own determination of the suitability of the 

material for his particular purpose. All above values are typical values, not to be construed as specification   

“POLYTAM” PP resins are manufactured through gas polymerized propylene which modified 

with additive agent such as anti-oxidant, anti-blocking and slip agent.  

 

POLYTAM “PF1000” Homo-polymer has better characteristic in term of:  

•   Visually more clearer 

•   Durable and Glossy 

•   Low Antistatic and Good Open ability 

•   Balance Process ability with a good film properties  

 

 

 

 
 

 

 

POLYPROPYLENE 

Parameter  
Test Method 

ASTM  
Unit PF1000 

 Melt Flow Rate @ 230 oC D1238  g/10 min 10 

 Density  D1505 g/cm3  0.90 

 Melting Temperature   D3418 oC 165 

 Tensile Yield Strength D638 Kgf/cm2  min. 370 

 Tensile Yield Elongation %   D638 % min. 13 

 Flexural Modulous D790 Kgf/cm2 min. 15500 

 Rock well Hardness D785 R min. 100 

 Vicat softening Point  D1525 oC min. 154 

 Heat Defelction Temperature  D648 oC min. 100 

 Notched Izod Impact strength at 23 oC D256 J/m min. 12 

Application  

  Flexible food packaging and 

general purpose film  

 Rigid packaging including 

housewares, Closures / Lids, 

etc 

Applications : Flexible food packaging, Rigid packaging including housewares, Closures / Lids, 

and Toys.  

POLYTAM 


